
SMD Resistor - High Power
RMH Series: Thick Film

INTRODUCTION DIMENSIONS

PART NUMBER EXAMPLE
RESISTANCE CODE

ELECTRICAL CHARACTERISTICS & RESISTANCE RANGE (T =25  Unless otherwise specified
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(Omit for Zero ohms)

B(±0.1%)  
D(±0.5%) F(±1%) J(±5%)

0~+400 1  ~ 9.9 1  ~ 9.9
±300 10  ~ 990 10  ~ 990
±200 1K  ~ 10M   1K  ~ 
±400 1  ~ 9.9 1  ~ 9.9
±200 ~~ 10  ~ 990
±100 10  ~ 10M ~~
±400 1  ~ 9.9 1  ~ 9.9
±200 ~~ 10  ~ 10M
±100 10  ~ 10M ~~
±400 1  ~ 9.9 1  ~ 9.9
±200 ~~ 10  ~ 10M
±100 10  ~ 10M ~~
±400 1  ~ 9.9 1  ~ 9.9
±200 ~~ 10  ~ 10M
±100 10  ~ 10M ~~
±400 1  ~ 9.9 1  ~ 9.9
±200 ~~ 10  ~ 10M
±100 10  ~ 10M ~~
±400 1  ~ 9.9 1  ~ 9.9
±200 ~~ 10  ~ 10M
±100 10  ~ 10M ~~
±400 1  ~ 9.9 1  ~ 9.9
±200 ~~ 10  ~ 10M
±100 10  ~ 10M ~~
±400 1  ~ 9.9 1  ~ 9.9
±200 ~~ 10  ~ 10M
±100 10  ~ 1M ~~

100V

0402

0603RMH06 0.125W 50V

0.50 W 200V 400V

200V1.0W 400V

400V200V0.66W

2.0W 250V 500V

400V200V1.0W

500V

10  ~ 1M

RMH2W

RMH1WS

RMH1W

RMH25

RMH12 

2512

1812

2010

1210

1206

RMH10

RMH04

0805

RMH2WS 1218 2.0W 250V

Code Size
Rated 
Power 
at 70 C

Max. 
Working 
Voltage

Max. 
Overload 
Voltage

 0.25W 150V 300V

T.C.R. 
(PPM/ C)

Resistance Range

100V50V0.1W
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ELECTRICAL CHARACTERISTICS & RESISTANCE RANGE (continued)

Series Size
Rated 

Current

Max. Overload 
Current     

<1sec.,1 me
RMH04 0402 2A 6
RMH06 0603 2.5A 9
RMH10 0805 3.5A 13
RMH12 1206 5A 16
RMH25 1210 6A 19A
RMH1W 1210 7A 22A
RMH1WS 1812 7A 22A
RMH2W 2512 10A 30A

Zero ohms Current



SMD Resistor - High Power
RMH Series: Thick Film

CHARACTERISTICS (TYPICAL)
POWER DERATING CURVE

VOLTAGE RATING OR CURRENT RATING

OPERATION AND STORAGE TEMPERATURE

SOLDERING PROFILE

155 , derating over 70

Recommended 15

<80%
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TEST PROCEDURES & REQUIREMENTS
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PACKAGE & DIMENSION (mm)

TAPING SPECIFICATION


