
ELECTRICAL CHARACTERISTICS

 

RoHS

Body Size
A B C D E H

Diameter Code

SPECIFICATIONS (sizes in mm)

* “R” for Tape & Reel, “A” for Tape & Ammo

Test Test Method Limits

Resistance

Operating Temperature

Max Current

Max Working Voltage

Max Overload Voltage

Temperature Coefficient

Short Time Overload

Load

Temperature Cycling

Dielectric Strength

Humidity

Solderability

Vibration

Terminal Strength

Resistance To Solvents

•Also available in
 Surface Mount, 
 see RM series.

CZR25-0R0-C / ZR12-0R0-C / ZR25-0R0-M

ZR25-0R0-W
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Construction Part Number H Ammo Reel

Jumper Wire ZR25*-0R0-W 61.5 + 1 0.6 + 0.05 5,000   5,000

Ceramic ZR25*-0R0-C 6.5 + 0.3 3 + 0.2 25 0.6 + 0.05 5,000 5,000

Ceramic ZR12*-0R0-C 3.8 + 0.5 2 + 0.2 25 0.5 + 0.05 5,000 5,000

Metal ZR25*-0R0-M 6.5 + 0.3 3 + 0.2 25 0.5 + 0.05 5,000 5000

L D d

Note: *ZR25*-0R0-M is special order only
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