
PART NUMBER EXAMPLE

INTRODUCTION

High quality thermally conductive ceramic core with 
carbon film and conformally protected by multiple 
epoxy coatings.

FEATURES

MAXIMUM RATING & ELECTRICAL CHARACTERISTICS

Packing
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PACKAGING

Packaging Code R A B C

Description
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•  Exceptional long term stability

•  Flameproof coating available

•  Special values maybe reguested

•  Special tape to tape size by request

CR 50S R - 47K- J

Series

Size Code

ResistancePackaging

Tolerance
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FILM RESISTORS
CR Series: Standard Carbon Film 



 

RoHS

COLOR CODE CHART

Body Size A B C D E H

Diameter Code

Body Diam. Reel Ammo Bulk

(mm) Packaging Packaging Packaging

Jumper Wire 10,000 10,000 1,000

1.5 ~ 1.6 5,000 5,000 1,000

2.5 ~ 2.6 5,000 5,000 1,000

3.0 5,000 1,000

3.5 ~ 4.0 2,500 1,000

4.5 2,000 1,000

5.0 ~ 5.5 1,000 1,000 500

6.0 ~ 6.5 500

8.0 ~ 8.5

Color 1st Band 2nd Band 3rd Band Multiplier Tolerance Tolerance

(B ~ F Tol) Code

Black 0 0 0 10 0

Brown 1 1 1 10 1 F

Red 2 2 2 10 2 G

Orange 3 3 3 10 3

Yellow 4 4 4 10 4

Green 5 5 5 10 5 D

Blue 6 6 6 10 6 C

Violet 7 7 7 10 7 B

AGray 8 8 8 10 8

White 9 9 9 10 9

Gold 10 -1 J

Silver 10 -2 K

1st Band
2nd Band
Multiplier
Tolerance

1st Band
2nd Band
3rd Band
Multiplier
Tolerance

RESISTANCE DECADE TABLE
Resistance 

Tolerance Resistance Values
M (20%) 1.0 1.5 2.2 3.3 4.7 6.8

K (10%) 1.0 1.2 1.5 1.8 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2

G (2%), J (5%) 1.0 1.1 1.2 1.3 1.5 1.6 1.8 2.0 2.2 2.4 2.7 3.0 3.3 3.6 3.9 4.3 4.7 5.1 5.6 6.2 6.8 7.5 8.2 9.1

F (1%) 1.00 1.10 1.21 1.33 1.47 1.62 1.78 1.96 2.15 2.37 2.61 2.87 3.16 3.48 3.83 4.22 4.64 5.11 5.62 6.19 6.81 7.50 8.25 9.09

1.02 1.13 1.24 1.37 1.50 1.65 1.82 2.00 2.21 2.43 2.67 2.94 3.24 3.57 3.92 4.32 4.75 5.23 5.76 6.34 6.98 7.68 8.45 9.31

1.05 1.15 1.27 1.40 1.54 1.69 1.87 2.05 2.26 2.49 2.74 3.01 3.32 3.65 4.02 4.42 4.87 5.36 5.90 6.49 7.15 7.87 8.66 9.53

1.07 1.18 1.30 1.43 1.58 1.74 1.91 2.10 2.32 2.55 2.80 3.09 3.40 3.74 4.12 4.53 4.99 5.49 6.04 6.65 7.32 8.06 8.87 9.76

D (0.5%) 1.00 1.10 1.21 1.33 1.47 1.62 1.78 1.96 2.15 2.37 2.61 2.87 3.16 3.48 3.83 4.22 4.64 5.11 5.62 6.19 6.81 7.50 8.25 9.09

C (0.25%) 1.01 1.11 1.23 1.35 1.49 1.64 1.80 1.98 2.18 2.40 2.64 2.91 3.20 3.52 3.88 4.27 4.70 5.17 5.69 6.26 6.90 7.59 8.35 9.20

B (0.1%)

A (0.05%)

1.02 1.13 1.24 1.37 1.50 1.65 1.82 2.00 2.21 2.43 2.67 2.94 3.24 3.57 3.92 4.32 4.75 5.23 5.76 6.34 6.98 7.68 8.45 9.31

1.04 1.14 1.26 1.38 1.52 1.67 1.84 2.03 2.23 2.46 2.71 2.98 3.28 3.61 3.97 4.37 4.81 5.30 5.83 6.42 7.06 7.77 8.56 9.42

1.05 1.15 1.27 1.40 1.54 1.69 1.87 2.05 2.26 2.49 2.74 3.01 3.32 3.65 4.02 4.42 4.87 5.36 5.90 6.49 7.15 7.87 8.66 9.53

1.06 1.17 1.29 1.42 1.56 1.72 1.89 2.08 2.29 2.52 2.77 3.05 3.36 3.70 4.07 4.48 4.93 5.42 5.97 6.57 7.23 7.96 8.76 9.65

1.07 1.18 1.30 1.43 1.58 1.74 1.91 2.10 2.32 2.55 2.80 3.09 3.40 3.74 4.12 4.53 4.99 5.49 6.04 6.65 7.32 8.06 8.87 9.76

1.09 1.20 1.32 1.45 1.60 1.76 1.93 2.13 2.34 2.58 2.84 3.12 3.44 3.79 4.17 4.59 5.05 5.56 6.12 6.73 7.41 8.16 8.98 9.88
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