
ZENER D10DE
1N4728A Thru 1N4764A         1.0 Watt

C3ZD05
2011.07.08

FEATURES

Page 1 of 2

 

RoHS

• 
• 
• 

• 

High reliability
Very sharp reverse characteristic
Low reverse current level

Standard Zener voltage tolerance ±5%

• Silicon planar power Zener diodes

MECHANICAL DATA

• Glass Body 
• 
• Reverse voltage: 3.30 to 100 volts

Voltage stabilization

RATINGS & ELECTRICAL CHARACTERISTICS

Absolute Maximum Ratings

Forward voltage

PD

VF

mA

W

DO-41 (Glass Body)

Dimensions in inches and( millimeters)

Parameter

Power dissipation

Z-current

Junction temperature

Test Conditions Type Symbol Value Unit

IZ

TJ

TSTG

1.0

PD/VZ

200

-65~+175

℃

℃

Electrical Characteristics, TJ=25°C

Parameter Test Conditions Type Symbol Min Unit

lF=200mA 1.2 V

Typ Max

Storage  temperate range
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(-55  to +150  temperature,90% of the units are in the ranges indicated
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FIG.1-TEMPERATURE COEFFICIENTS
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RoHS

RATING & CHARACTERISTIC CURVES

FIG.2-EFFECT OF ZENER CURRENT ON ZENER
    IMPEDANCE,TJ=25°C, f=60Hz

FIG.3-EFFECT OF ZENER CURRENT ON ZENER
    IMPEDANCE

ZENER CURRENT(mA)
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ZENER VOLTAGE(mA)

Iz=1mA

5mA

20mA

TJ=25°C
Iz(ms)=0.1 Iz(dc)
f=60Hz

 2.7V 47V

27V

 6.2V
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